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Accessories Soldering Bathes

Rework preparation tool e.g. for tin coating of wire ends and cleaning of leads and wires from excess and dirt.
All soldering baths are suitable for leadfree solder.

W101 H Soldering Bath

m 100W, 230V

m Inside @ 17,4 mm, depth 22 mm
m Different temperatures available
® Magnastat temperature control
m Horizontal stand

m For lead free solder

Order-no. Model Description
TOO5 61 093 99 W101 H Miniature soldering bath 100 W, 230 V

Scope of supply:

Miniature soldering bath with 330°C insert
and horizontal stand

Accessories:

TOO5 11 706 99 Insert for temperature 285°C
TOO5 11 707 99 Insert for temperature 330°C
TOO5 11 708 99 Insert for temperature 380°C
TOO5 11 709 99 Insert for temperature 450°C

WSB 80 Soldering Bath

m380W, 24V
m Inside @ 20 mm, depth 25 mm Y oyl
B Temperature range 50°C — 450°C
m Connectable to all Weller 80 W digital stations
m V2A tray to guard against dripping solder
residue
| Size housing: 150 x 120 x 65 mm
(LxBxH)
® Heat-up time ~ 7 min (50°C — 350°C)
B For lead free solder

Order-no. Model Description
TOOS5 27 040 99 WSB 80 Soldering bath 80 W, 24 V

WSB 150 Soldering Bath

m 150 W, 24V

m Lotbadgrofe: 58 x 33 x 19 mm (L x B x H)

B Temperature range 50°C — 450°C

m Connectable to all Weller 150 W digital stations
m V2A tray to guard against dripping solder residue
m Size housing: 150 x 120 x 65 mm (L x B x H)

m Heat-up time ~ 11 min (50°C - 350°C)

® For lead free solder

Order-no. Model Description
TOOS5 27 042 99 WSB 150 WSB 150 Soldering bath 150 W, 24 V
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