
Button

Body

Base

Mater ial

IP65 e to order(IP67 Mad )

Stainless Steel

Stainless Steel

PC

Made to order

IP65 e to order(IP67 Mad )

Stainless Stee l

Stainless Stee l

PC

Made to order

Type

Color

Rated Voltage

Life

LED

Spec.

Ring Illuminated(LED)

6V / 12V / 24V / 110V / 220V

40000hours

Dot Illuminated(LED)

6V / 12V / 24V / 110V / 220V

40000hours

Anti-vandal dot illuminated push button

Anti-vandal ring illuminated push button

LAS1GQ-11D/ /△▲

LAS1GQ-11E/△/▲

Φ19mm diameter

Switch Rating: 5A/250VAC

Contact Configuration: 1NO1NC

Operation Type: Momentary

The crust material: Stainless Steel

Dot Illuminated

IP Degree: IP65(IP67 Made to order)

Φ19mm diameter

Switch Rating: 5A/250VAC

Contact Configuration: 1NO1NC

Operation Type: Momentary

The crust material: Stainless Steel

Ring Illuminated

IP Degree: IP65(IP67 Made to order)

Insulation Resistance

Contact

LAS1GQ-11E/△/▲

No.2

Ith:5A Ui:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +55℃

1,000,000cyeles

50,000cyeles

Silver Alloy

5～14Nm

About 4N

1～10mm

LAS1GQ-11D/△/▲

Pin Terminal(2.8×0.5mm)

Flat Rou nd Flat Round

No.2

Ith :5A U i:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +55℃

1,000,000cyeles

50,000cyeles

Silver Alloy

5～14Nm

About 4N

1～10mm

Pin Terminal(2.8×0.5mm)

IP Degree

Terminal Type

The Front Shape

Swi tching

Max.Switch Rating

Contact Resistance

Dielectric Intens ity

Operating Temp

Mechanical life

Electrical life

Panel Thickness

Torque

Operation Pressure

Specificat ion

Operation Distance About 2.5mmAbout 2.5mm

www.onpow.com15

LAS1GQ

32.7 7.72

10 Max.

Φ15.4

Φ9

Top View Terminal
Arrangement

32.7 7.72

10 Max.

Φ15.4

Φ12

Terminal
ArrangementTop View

Check the detail part number from P1
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