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British BS 88 Fuse Accessories
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High Speed Fuses

IInnddiiccaattoorr  SSyysstteemm

TTrriipp--IInnddiiccaattoorrss
Trip-indicators are available for use in parallel with the
main fuse. They can either be attached to the associated
fuse or mounted separately in panel mounted fuse clips,
reference CL1. A push-on adapter and microswitch 
attachment is available for use with the trip indicator to
give the facility of remote indication, reference MAI.

Fuse ratings of 20A and below cannot usually 
accommodate a trip-indicator.

When a trip-indicator is to be attached to the main fuse an
accessory pack comprising a pair of mounting clips and an
appropriate trip indicator would be required. The clips are
snapped onto the fuse end caps and the indicator is
pressed into clips as shown.

EElleeccttrriiccaall  SSppeecciiffiiccaattiioonnss

Type TI500 TI700
Maximum RMS Voltage 500 700
Maximum Peak Voltage 700 1000
Maximum DC Voltage 130 350
Cold Resistance (ohms) 0.3 0.45
Maximum permissible steady-state current 1.5A 1.5A
Interrupting Capacity (RMS Symm.) 100,000 100,000
Pre-Arcing I2t 23 23

MMiiccrroosswwiittcchh  AAddaapptteerr  ––  MMAAII
We offer a microswitch, complete with adapter for 
securing the indicator. The microswitch is provided with
double pole, single throw contacts, having both a normally
open and a normally closed position. A special material has
been employed in the construction of the adapter to 
provide reliable operation in the range of temperatures
associated with standard operating conditions and during
fuse operation.

MMiiccrroosswwiittcchh  aanndd  AAddaapptteerr  TTyyppee  MMAAII

Current Rating:
AC 50/60Hz resistive load @ 250V RMS 4A
AC 50/60Hz resistive load @ 127V RMS 6A
DC, resistive load @ 110Vdc 0.7A DC
DC, resistive load @ 30Vdc 2A DC

Maximum Working Voltage:
Contact-to-contact (RMS) 1000V
Contact-to-contact (RMS) 1500V

Maximum DC Volts: 110V DC

Ref. Dim. “A” (mm) RMS Volts
TI250 37.6 250
TI500 47.5 500
TI600 55.7 600
TI700 61.8 700
TI1100 98.4 1100
TI1500 120.6 1500
TI2000 147.5 2000
TI2500 198.3 2500

RMS For use
Kit. Ref. Details Volts with Fuse Ref.
EC-250 Fuse Mount 250 LET
MC250 Indicator Kits 250 LMT & LMMT
EC-600 (Includes one 660 FE, FEE & ET
MC600 indicator 660 FM & FMM
MC700 and two clips) 700 MT & MMT
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TTeerrmmiinnaall  AArrrraannggeemmeenntt

TTrriipp--IInnddiiccaattoorr  
DDiimmeennssiioonnss  --  mmmm

DDiimmeennssiioonnss  iinn  mmmm

FFuussee  IInnddiiccaattoorr  KKiittss
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CCLL11  PPaanneell  MMoouunntt  CClliippss

CL1 Panel mount fuse clips
are available for mounting a
trip-indicator when mounting
directly on the fuse is 
impractical. Order part 
number CL1.

CCLL11  PPaanneell  MMoouunntt  CClliipp  
DDiimmeennssiioonnss  --  mmmm
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Indicator


