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Counting Capacity, Maximum Turns  ……………...  15 

For Shaft Diameter  ……………………….………6.35mm 

For Bushing Diameter  …………………….…...… 9.53mm 

Depth: Maximum, From Face of Panel  …….….. 22.86mm 

Shaft Extension: 

Maximum, From Face of Panel  ……………….  19.84mm 

Minimum, From Face of Panel  ……….…..     15.95mm 

Bushing Extension: 

Maximum, From Face of Panel  ……………..     7.62mm 

Locking Mechanism  ……..  Positive Action With Detent 

Wight (Nominal)  …………………………………… 9gram 

Number of Set Screws  ……………..………………..    1 

Number Height  ………………….……………….  1.27mm 

Knob Material  ………………….………..    Black Plastic 

Dial Finish  …..……    White Numerals on Satin Chrome 

Housing Finish  …………………….…….    Satin Chrome 

Operating Temperature Range  ………..   -55℃ to +85℃ 

Torque with brake engaged ………….    550mN.m 

Dial Divisions  ……………………….   50 per turn 

 

 

 

Z - 25  

①  ②  

 

①Type   

②Diameter of housing：22mm 

③Maximum Turns: 14 

   

 

Z-25  22mm diameter 14 Turns Counting Dial    

Outline Dimensions  

 

How to order 

 

 Match with precision potentiometer or 

other rotating devices  

 Excellent legibility 

 High Force and positive brake 

 Standard models to fit 6mm Diameter shaft 

 


